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ArChine Alloydraw SSE 500 
ArChine Alloydraw SSE 500 is a synthetic, water soluble forming fluid, which is 

chlorine, and sulphur free. It is specifically designed for use on deep drawing, as well 

as tube forming applications.  

    The product was developed to provide exceptional detergency, cleanliness and 

rust prevention in forming applications where neat forming oils or soluble forming 

oils are traditionally used.  

Application  

ArChine Alloydraw SSE 500 is applied neat for medium to heavy duty deep 

drawing applications on steels and alloy steels. It can be used in light to medium duty 

deep drawing applications, and used in carbon steel tube cold pilgering applications, 

as both an internal and external lubricant.  

ArChine Alloydraw SSE 500 is recommended carbon steel tube, cold pilgering 

applications.  

Advantages  

Excellent health, safety and environmental profile. Does not contain hazardous 

aromatic constituents, chlorinated additives, or heavy metals such as barium. Lowers 

disposal costs  

Contains high performance lubricity and anti wear additives.  

Offers extended corrosion resistance for improved quality and appearance.  

Washes easily from steel providing a clean surface for secondary coatings.  

Provides long central system life in high contamination environments.  

Good wetting action reduces drag-out and gives clean appearance to the component surface.  

TYPICAL PROPERTIES 

 ArChine Alloydraw SSE 500 
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Viscosity: cSt.@40℃ 500 

 


